
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 

KIT RESERVOIR  
for 

MASTER-CYLINDER and  
HYDRAULIC CLUTCH 

 
ORIGINAL SPARE PARTS 

 and FITTING INTRUCTIONS 

pour  
MAITRE-CYLINDRE et 

EMBRAYAGE HYDRAULIQUE 
 

PIECES D’ORIGINE et 
SCHEMAS DE MONTAGE 

 

 
 

See owners manual instructions for 
removing, fitting and bleeding 
master-cylinder and caliper 

 

CONTENTS: minature plastic 
reservoir with engraved solid 
aluminium reservoir cap /  hose / 
aluminium washer / aluminium 
reservoir holder / M6 nut / screw 
M6-25 

 

Torque Settings: 
 

M6 screw:          1 daN.m 
M8 bleed valve: 1 daN.m 
Feeding valve:    1.7 daN.m 
 

  

Se référer au manuel 
d’instruction pour le démontage, 
remontage et la purge du maître-
cylindre et des étriers 
 

CONTENU: bocal plastique 
miniature avec couvercle 
aluminium taillé dans la masse , 
anodisé gravé / durite / support 
de bocal aluminium / entretoise / 
vis M6-25 / écrou M6 
 

COUPLES DE SERRAGE: 
 

vis M6:                1 daN.m 
vis de purge M8: 1 daN.m 
vis banjo M10:    1.7 daN.m 

 

 

Bulles d’air
air Bubbles

  

 

Bulles d’air
air Bubbles
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